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ULTRA

BAROX ULTRA SAE 5W-40 SN

Barox Ultra SAE 5W-40 API SN is a high-tech, fully synthetic engine oil with improved wearprotection formula. Reduces oil thickening
from particulate drag-in. Provides maximum engine performance and power reserves. Exceeds the highest test requirements demanded
by renowned manufacturers.

Applications

For all common types of vehicles with gasoline engines.

Properties
e High shear stability e Excellent resistance to aging

e Excellent low temperature behavior e Outstanding engine cleanliness

o| nstant lubrication after cold start

Approvals and Recommendations Packaging ItemNo. |

API SN 1L plastic 1105001
4L Plastic 1105004
5L Plastic 1105005
20L Plastic 1105020
208L Drum 1105208
Bulk 1105000

TYPICAL CHARACTERISTICS

Test Method Unit Average Result

Density 15°C ASTM D1298 Kg/m3 850.8

Kinematic Viscosity at 40°C ASTM D445 mm?/s 93

Kinematic Viscosity at 100°C ASTM D445 mm?/s 15.3

Viscosity Index ASTM D2270 172

Pour Point ASTM D97 oC -36

Flash Point ASTM D92 °C 232

“The above information is derived from our quality checks. Given values are typical of current production. While future production will conform to our specification, variations in these character-
istics may occur. Quality Control Analysis Report for to learn properties of the product that is supplied can give. It does not relieve the purchaser from examining product upon delivery and gives
no assurance of the product for any particular purpose. Due to continual product research and development, the information contained herein is subject to change without notification.”

BAROX brand and designs are registered trademark and all rights are reserved, We reserve the right to change the general characteristics of
our product so that our customers can benefit from the latest technological advances.
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