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PRODUCT DATA SHEET 

BAROX VIATA REVO PLUS SAE 15W-40 CI-4 E7  

Barox Vඈata Revo Plus 15W40 CI-4 E7 ඈs a high Performance diesel engine oil meeƟng and exceeding API CI-4 standard and available 
in a shear stable viscosity grade. This engine oil contains an effecƟve detergent-dispersant which keeps the engines highly clean. It is 
addiƟonally forƟfied with oxidaƟon-corrosion inhibitors, foam inhibitors to protect vital engine parts from scuffing and wear and to 
protect bearings from corrosion.   

Applications   

Properties 
· Excellent engine cleanliness through advanced soot handling-

technology.  

· Superior protecƟon against corrosive wear helps in sustaining 
engine durability.  
 
 

· Trouble free operaƟon between long drain service inter-
vals.  

· All season diesel engine oil  

· Excellent TBN retenƟon helps in countering harmful effects 
of corrosive exhaust gases and extending oil life.  

Approvals and Recommendations Packaging   Item No. 
API CI-4 

ACEA E7 

MB 228.3 / MAN M 3275-1 / MTU TYPE II / VOLVO VDS-3 / MACK EO-N / RLD-2 / 
CES 20076 / 77 

1L plastic 2169001 

5L Plastic 2169005 

20L Plastic  2169020 

208L Drum  2169208 

Bulk  2169000 

TYPICAL CHARACTERISTICS 

Test Method Unit Average Result  

Density 150C ASTM D1298 kg/m3 880.5 

Kinematic Viscosity at 400C ASTM D445 mm2/s 114.4 

Kinematic Viscosity at 1000C ASTM D445 mm2/s 14.89 

Viscosity Index ASTM D2270  134 

Pour Point ASTM D97 0C -27 

Flash Point ASTM D92 0C 228 

TBN ASTM D2896 mg KOH/g 10.1 

“The above informaƟon is derived from our quality checks. Given values are typical of current producƟon. While future producƟon will conform to our specificaƟon, variaƟons in these charac-
terisƟcs may occur. Quality Control Analysis Report for to learn properƟes of the product that is supplied can give. It does not relieve the purchaser from examining product upon delivery and 
gives no assurance of the product for any parƟcular purpose. Due to conƟnual product research and development, the informaƟon contained herein is subject to change without noƟficaƟon.”  

Mixed fleets of automoƟve diesel truck manufacturers.  
All vehicles used in long distance transport  
Heavy duty earthmoving and liŌing equipment.  
Diesel generator sets   


